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PIPE INSPECTION CAMERA
PIE4215

PIE4215 inspection camera is compatible with a range of camera probes, so you can choose which probe you
want when you make your purchase. Each camera probe features a metal cable housing with durable rubber
coating that holds its shape well for easy handling. This device has 5-Inch color IPS display with IP68
waterproof.

FEATURES

5 inch IPS HD Display
854 x 480
1920x1080 (JPG)

Video Resolution
Storage

1280 x 720 (MP4)
Support Up to 128GB Micro sd card

5000mAh Rechargeable Polymer Lithium Battery
4-5 hours

Operating Temperature 32° to 113°F (0° to 45°C)°

Screen: 5 inch IPS HD Display
Rugged & Professional Screen, Housing & Probes
Comprehensive range of probe length and lens
LED Ring & Work Lights Illuminate the Darkest Areas
5000 mAh Lithium-ion Battery with Up to 5 hours 
Probe length up to 15M

50-80mmFocus distance

70 degreeView Angle
Micro USB 2.0 5VInterface

Screen Digital endoscope,User's Guide, Charging cable ,
Accessories - hooks, magnets, side mirrors

Standard Accessories

IP68Waterproof Level

Cable length 

Camera Dia

Cable Type
15M
Semi-rigid Cable

5.5mm
Camera Lens Single


